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PLAN VIEW
Standard Transttion Section (STS) 5.715 meters
(Formed Steel Beam Guardrail Bid Item Length)
3.810 m 1905 m

(2 - 3.810 meter Thrie Beam Sections Nested)

‘W*Beam to Thrie Beam Transition Section W-Beam Guardrail
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STEEL POST DETAILS

WO0D SPACER BLOCK DETAILS FOR STEEL POSTS

Formed Steel Thrie Beam Guardrail; refer fo Standord Road Plan RE-12B.
W-Beam to Thrie Beam Transition Section; refer to Standard Road Plan RE-2B.
Formed Steel W-Beam Guardrail; refer to Standard Road Plan RE-12A.

2134 mm long Postwith Wood Spacer Block

Steel or wood post may be used at Contractor’s option

1830 mm long Postwith Wood Spacer Block.

Steel or wood post may be used at Contractor’s option

20 mm round holes in Wood Post and Wood Spacer Block. Refer to Standard
Road Plan RE-12B for Details of Hardware.

All 2134 mm posts shallbe marked of both ends with (1) the post length,

and (2) the supplier or manufacturer.

Use 150 mm X 200 mm X 457 mm Wood Spacer Block, placed flush with
the top of the post
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21 mm round holes in Steel Post and Wood Spacer Block. Refer to Standard
Road Plan RE-12C for Details of Hardware

Reinforced Bridge Approach
Section or Shoulder
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All dimensions given in millimeters unless noted.

STEEL BEAM GUARDRAIL
STANDARD TRANSITION SECTION
(STS)
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